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AA - Hold & Drive Lever Tools

H22 Output Part No.

Socket Options (See Page 165 for 
~N4617 Socket Options) ~N4617

1" Travel Tang Holder Output 20D103211

1" Travel Bit Holder Output 20D103212

2" Travel Tang Holder Output 20D103213

2" Travel Bit Holder Output 20D103214

H22 Tang Holder Part No.

Tang Holder Options * ~F4287

H22 Bit Holder Part No.

Bit Holder Options * ~F4288

AA23 Handle Part No.

NPT Air Inlet 20H103700

ISO Air Inlet 20H103701

AA33 Handle Part No.

NPT Air Inlet 20H103800

ISO Air Inlet 20H103801

Reaction Bar Part No.

Reaction Bar Assembly 20K100000

Mounting Flange Assembly 20K100300

Base Mount Bracket Assembly 20K100500

Swivel Suspension Bails Part No.

Non-Splined 20K101400

Splined 20K200000

AA Tool Adjustment Screwdriver 20K401900

Rated 
Speed Torque “R” Side to  

Center
“H” Head  

Height
“L”  

Length Weight Output

Model RPM Nm lb ft mm in mm in mm in kg lb Travel

AA23LH18V1-28 485 28 20.7 18 0.71 131.9 5.2 341.7 13.5 1.8 4.0

25mm 
(1")

AA33LH18V1-46 343 46 33.9 18 0.71 131.9 5.2 387.8 15.3 1.9 4.18

AA33LH22AV1-99 175 99 73 22 0.87 143.8 5.7 468.3 18.4 3.3 7.26

AA33LH22AV1-110 141 110 81 22 0.87 143.8 5.7 468.3 18.4 3.3 7.26

AA23LH18V2-28 485 28 20.7 18 0.71 190.3 7.5 341.7 13.5 1.8 4.0

50mm 
(2")

AA33LH18V2-46 343 46 33.9 18 0.71 190.3 7.5 387.8 15.3 1.9 4.18

AA33LH22AV2-99 175 99 73 22 0.87 199.0 7.8 468.3 18.4 3.3 7.26

AA33LH22AV2-110 141 110 81 22 0.87 199.0 7.8 468.3 18.4 3.3 7.26

AA Hold & Drive Tools (14 to 110 Nm)
H18 Output Part No.

Socket Options ( See Page 165 for 
20D905700 Socket Options) 20D905700

1" Travel Bit Holder Output 20D124600

2" Travel Bit Holder Output 20D124601

1" Travel Tang Holder Output 20D124602

2" Travel Tang Holder Output 20D124603

H18 Tang Holder Part No.

6mm x 8mm Rectangle 20D261700

5mm x 7.5mm Rectangle 20D261701

6mm x 10mm Rectangle 20D261702

6mm Hex 20D261703

H18 Bit Holder Part No.

1/4" Hex 20D254200

5/16" Hex 20D253400

Suspension Bails Part No.

Wire Bail A3061

Swivel 20K101400

Standard B3432

Mounting Flange-B 20K101000

AA Hold & Drive Options

* Selection starts on page 165
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