
62 0417

E Series Inline Retractable Fixtured

Inline Retractable Fixtured Tools
(1.6 to 40 Nm)

Rated 
Speed Torque “R” Side to  

Center
“L”  

Length Weight Standard Output

Model RPM Nm lb ft mm in mm in kg lb Retraction SD

E23MBF1-8 2245 8 6 29 1.13 457 18 2.1 4.6

19 mm
(3/4”) 3/8”

E23MBF1-16 2245 16 11.8 29 1.13 470 18.5 2.3 5

E23MBF1-21 785 21 15.5 29 1.13 470 18.5 2.3 5

E23MBF1-31 540 31 23 29 1.13 470 18.5 2.3 5

E33MBF1-32 1125 32 24 29 1.13 495 19.5 2.4 5.3
E33MBF1-40 890 40 30 29 1.13 495 19.5 2.4 5.3

E23MBF2-8 2245 8 6 29 1.13 547 21.5 2.2 4.8

50 mm
(2”) 3/8”

E23MBF2-21 785 21 15.5 29 1.13 561 22.1 2.4 5.3

E23MBF2-31 540 31 23 29 1.13 561 22.1 2.4 5.3

E33MBF2-32 1125 32 24 29 1.13 587 23.1 2.5 5.6

E33MBF2-40 890 40 30 29 1.13 587 23.1 2.5 5.6

MBF1 Output Part No.

3/8” Square Drive (SD) M3050

3/8” SD X 15/32” Extension S3326

3/8” SD X 1.478” Extension M3243

3/8“ SD X 2” Extension M3090

3/8” SD X 2 3/8” Extension S3363

3/8” SD X 3” Extension M3239

3/8” SD X 4” Extension M3223

3/8” SD X 4 1/16” Extension S3486

3/8” SD X 6” Extension M3224

3/8” SD X 7 3/8” Extension S3626

3/8” SD X 8” Extension M3216

3/8” SD X 8” Extension, Thin 20S104600

3/8” - 24 Threaded M3118

3/8” - 24 Threaded X 3/4” Long M3227

MBF2 Output Part No.

3/8” SD M3282

3/8” SD X 1” Extension 20D209805

3/8” SD X 2” Extension 20D209807

3/8“ SD X 3” Extension 20D209801

3/8” SD X 6” Extension M3283

MBF1 Spring Part No.

Standard M4096

Medium Duty M4126

Heavy Duty M3184

Extra Heavy Duty 20R201428

MBF2 Spring Part No.

Standard M3289

Heavy Duty M3306

Extra Heavy Duty 20D126900

Fixtured Handle Part No.

Standard Top 20H202300

90° Top 20S105100

E2 Motor Part No.

Standard 20M200000

Without Wave Washer 20MS200000

G3 Gear Case Part No.

2-Handed Anti-Tiedown 20G100012

3/8” Socket Retainer Part No.

Lock Pin A4040

Ball Pin A4232

Lock Pin Plug A4041

Inline Retractable Tool  
Options 

Rated 
Speed Torque “R” Side to  

Center
“L”  

Length Weight Standard Output

Model RPM Nm lb ft mm in mm in kg lb Retraction SD

E23MBF1-8F 2245 8 6 23.6 0.93 457 18 2.1 4.6

19 mm
(3/4”) 3/8”

E23MBF1-16F 2245 16 11.8 23.6 0.93 470 18.5 2.3 5

E23MBF1-21F 785 21 15.5 23.6 0.93 470 18.5 2.3 5

E23MBF1-31F 540 31 23 23.6 0.93 470 18.5 2.3 5

E33MBF1-32F 1125 32 24 23.6 0.93 495 19.5 2.4 5.3
E33MBF1-40F 890 40 30 23.6 0.93 495 19.5 2.4 5.3

E23MBF2-8F 2245 8 6 23.6 0.93 547 21.5 2.2 4.8

50 mm
(2”) 3/8”

E23MBF2-21F 785 21 15.5 23.6 0.93 561 22.1 2.4 5.3

E23MBF2-31F 540 31 23 23.6 0.93 561 22.1 2.4 5.3

E33MBF2-32F 1125 32 24 23.6 0.93 587 23.1 2.5 5.6

E33MBF2-40F 890 40 30 23.6 0.93 587 23.1 2.5 5.6

25.4 mm Ø
(1.0 in Ø)

13 mm Ø
(0.5 in Ø)

R

13 mm (0.5 in) Mounting Plate
Supplied By Customer

L

101.6 mm
(4.0 in)

130.7 mm
(5.1 in)
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READI NSTRUCTIONS

L
121 mm
(4.77 in)91 mm

(3.59 in)
R

13 mm Ø
(0.5 in Ø)25.4 mm Ø

(1.0 in Ø)
13 mm (0.5 in) Mounting Plate
Supplied By Customer

Standard Top

90° TopHandle
Options

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

http://code-industry.net/
http://code-industry.net/
http://code-industry.net/
http://code-industry.net/


630417 StanleyEngineeredFastening.com

E Series Inline Retractable Fixtured

Inline Retractable Fixtured Tools
(12 to 100 Nm)

Rated 
Speed Torque “R” Side to  

Center
“L”  

Length Weight Standard Output

Model RPM Nm lb ft mm in mm in kg lb Retraction SD

E34MB1F1-60 605 60 44 28 1.1 531 20.9 3.5 7.7

25 mm
(1”) 1/2”

E44MB1F1-66 885 66 49 31 1.2 540 21.3 4 8.9

E34MB1F1-74 490 74 55 28 1.1 531 20.9 3.5 7.7

E34MB1F1-100 365 100 74 28 1.1 531 20.9 3.5 7.7

E44MB1F1-100 590 100 74 31 1.2 540 21.3 4 8.9

E34MB1F2-60 605 60 44 28 1.1 616 24.3 3.5 7.7

50 mm
(2”) 1/2”

E44MB1F2-66 885 66 49 31 1.2 625 24.6 4 8.9

E34MB1F2-74 490 74 55 28 1.1 616 24.3 3.5 7.7

E34MB1F2-100 365 100 74 28 1.1 616 24.3 3.5 7.7

E44MB1F2-100 590 100 74 31 1.2 625 24.6 4 8.9

MB1F1 Output Part No.

1/2” Square Drive (SD) 20D101600

1/2” SD with Ball Retainer 20D101602

1/2“ SD X 2” Extension 20D101610

1/2” SD X 3” Extension 20D101603

1/2” SD X 4” Extension 20D101608

1/2” SD X 5” Extension 20D101604

1/2” SD X 6” Extension 20D101606

1/2” SD X 7 5/16” Extension 20D101605

1/2” SD X 8” Extension 20D101609

1/2” SD X 11” Extension 20D101607

MB1F2 Output Part No.

3/8” SD M6128

3/8” SD X 1” Extension 20DS102100

3/8“ SD X 3” Extension A6125

1/2” SD M4815

1/2” SD X 2” Extension 20D122000

1/2“ SD X 3” Extension M6011

1/2“ SD X 5” Extension M4888

MB1F1 Spring Part No.

Standard B4093

Heavy Duty 20R201401

MB1F2 Spring Part No.

Standard M4821

Heavy Duty 20R201402

Extra Heavy Duty 20D126700

Fixtured Handle Part No.

Standard Top 20H202300

90° Top 20S105100

3/8” Socket Retainer Part No.

Lock Pin A4040

Ball Pin A4232

Lock Pin Plug A4041

1/2” Socket Retainer Part No.

Lock Pin K4024

Ball Pin K4050

Lock Pin Plug K4025

Inline Retractable Tool  
Options 

Standard Top

90° TopHandle
Options

R

35 mm Ø
(1.375 in Ø)

18 mm Ø
(0.71 in Ø)

13 mm (0.5 in) min. Mounting Plate
Supplied By Customer

L

9.5 mm
(0.375 in)

114 mm
(4.5 in)

141 mm
(5.55 in)

READ INSTRUCTIONS
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64 0417

E Series Inline Retractable Fixtured

Inline Retractable Fixtured Tools
(25.4 to 200 Nm)

Rated 
Speed Torque “R” Side to  

Center
“L”  

Length Weight Standard Output

Model RPM Nm lb ft mm in mm in kg lb Retraction SD

E55MB2F1-127 715 127 94 32 1.25 649 25.6 6.2 13.7
25mm

(1”) 5/8”E45MB2F1-160 345 160 118 32 1.25 621 24.5 5.6 12.4

E55MB2F1-200 475 200 147 32 1.25 649 25.6 6.2 13.7

E55MB2F2-127 715 127 94 32 1.25 680 27.6 6.2 13.7
50mm

(2”) 5/8”E45MB2F2-160 345 160 118 32 1.25 672 26.5 5.6 12.4

E55MB2F2-200 475 200 147 32 1.25 680 27.6 6.2 13.7

MB2F1 Output Part No.

5/8” Square Drive (SD) 20D102901

5/8“ SD X 2” Extension 20D102912

5/8” SD X 6” Extension 20D102913

MB2F2 Output Part No.

5/8” Square Drive (SD) 20D102902

5/8” SD with Ball Retainer 20D102904

5/8” SD X 1 1/8” Extension 20D102906

5/8” SD X 1 1/8” Extension w/ Ball 20D102907

5/8” SD X 4” Extension 20D102903

5/8“ SD X 4” Extension w/ Ball 20D102905

5/8” SD X 13 1/8” Extension 20D102908

5/8” SD X 13 1/8” Extension w/ Ball 20D102909

MB2F1 Spring Part No.

Standard 20R201407

Heavy Duty 20D201408

MB2F2 Spring Part No.

Light Duty 20R201423

Standard 20R201409

Heavy Duty 20R201410

Fixtured Handle Part No.

Standard Top 20H202300

90° Top 20S105100

5/8” Socket Retainer Part No.

Lock Pin K4026

Ball Pin 20D227801

Lock Pin Plug K4025

Compression Spring 20R201413

Pin Stop L3401

Inline Retractable Tool  
Options 

Standard Top

90° TopHandle
Options

R

16 mm (0.63 in) min Mounting Plate
Supplied By Customer

153 mm
(6.04 in)

182 mm
(7.15 in)

38 mm Ø
(1.5 in Ø)

22.4 mm Ø
(0.875 in Ø)

L

Rear Removable Only
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650417 StanleyEngineeredFastening.com

E Series Inline Retractable Fixtured

Inline Retractable Fixtured Tools
(40 to 322 Nm)

Rated 
Speed Torque “R” Side to  

Center
“L”  

Length Weight Standard Output

Model RPM Nm lb ft mm in mm in kg lb Retraction SD

E55MB3F1-200 475 200 147 34 1.34 656 25.8 7.7 17

25 mm
(1”) 3/4”

E55MB3F1-250 380 250 184 34 1.34 656 25.8 7.7 17

E45MB3F1-250 220 250 184 34 1.34 628 24.7 7.1 15.6

E55MB3F1-322 230 322 237 34 1.34 734 28.9 11 24.4

E55MB3F2-200 380 200 147 34 1.34 735 29 7.9 17.5

50 mm
(2”) 3/4”

E55MB3F2-250 380 250 184 34 1.34 735 29 7.9 17.5
E45MB3F2-250 220 250 184 34 1.34 707 27.9 7.3 16

E55MB3F2-322 230 322 237 34 1.34 813 32 11.3 25

E55MB3F3-322 230 322 237 34 1.34 813 32 11.3 25 75 mm (3”) 3/4”

MB3F1 Output Part No.

3/4” Square Drive (SD) 20D102101

3/4” SD with Ball Retainer 20D102306

1/2“ SD X 1.5” Extension 20D102106

MB3F2 Output Part No.

3/4” Square Drive (SD) 20D102102

1/2“ SD X 6” Extension 20D102105

MB3F1 Spring Part No.

Standard 20R201403

Heavy Duty 20R201404

MB3F2 Spring Part No.

Standard 20R201405

Heavy Duty 20R201406

Fixtured Handle Part No.

Standard Top 20H202300

90° Top 20S105100

3/4” Socket Retainer Part No.

Lock Pin A5075

Ball Pin 20R202300

Lock Pin Plug K4025

Reaction Components Part No.

Mounting Flange -MB3F 20D205600

Inline Retractable Tool  
Options 

Standard Top

90° TopHandle
Options

50.8 mm Ø
(2.0 in Ø)

R

16 mm (0.63 in) min Mounting Plate
Supplied By Customer

25.4 mm Ø
(1.0 in Ø)

148.5 mm
(5.8 in)

176 mm
(6.94 in)

L

Front or Rear Removable

READ INSTRUCTIONS

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

http://code-industry.net/
http://code-industry.net/
http://code-industry.net/
http://code-industry.net/


66 0417

E Series Inline Retractable Fixtured

Inline Retractable Fixtured Tools
(94 to 2005 Nm)

Rated 
Speed Torque “R” Side to  

Center
“L”  

Length Weight Standard Output

Model RPM Nm lb ft mm in mm in kg lb Retraction SD

E55MB4F1-471 185 471 347 44 1.7 814 32 17.2 38

25mm
(1”) 5/8”

E55MB4F1-623 140 623 459 44 1.7 814 32 17.2 38

E55MB5F1-800 90 800 590 48 1.9 859 33.8 18.3 40.2

E55MB5F1-1023 75 1023 754 48 1.9 859 33.8 18.3 40.2

E55MB5F1-1637 45 1637 1207 48 1.9 891 35 19.2 42.2

E55MB5F1-2005 35 2005 1479 48 1.9 891 35 19.2 42.2

E55MB4F2-471 185 471 347 44 1.7 928 36.5 17.5 38.5

50mm
(2”) 5/8”

E55MB4F2-623 140 623 459 44 1.7 928 36.5 17.5 38.5
E55MB5F2-1023 75 1023 754 48 1.9 964 37.9 18.6 41
E55MB5F2-1637 45 1637 1207 48 1.9 996 39.1 19.5 43

MB4F1 Output Part No.

3/4” Square Drive (SD) 20D121100

1” Square Drive with Ball Retainer 20D103503

MB4/5F1 Output Part No.

1” Square Drive (SD) 20D208800

1“ SD X 2” Extension 20D208803

1” SD X 4” Extension 20D208802

MB4/5F2 Output Part No.

1” Square Drive (SD) M5379

1” SD X 350 mm Extension 20D212500

1” SD X 2” Extension 20D212501

MB4/5F1 Spring Part No.

Standard 20R201411

MB4/5F2 Spring Part No.

Standard M5382

Heavy Duty 20R206300

Fixtured Handle Part No.

Standard Top 20H202300

90° Top 20S105100

1” Socket Retainer Part No.

Ball Pin 20D202300

Reaction Components Part No.

Mounting Flange -MB4F 20D208500

Mounting Flange -MB5F 20D209500

Inline Retractable Tool  
Options 

Standard Top

90° TopHandle
Options

63.5 mm Ø
(2.5 in Ø)

16 mm (0.63 in) min Mounting Plate
Supplied By Customer

Front or Rear Removable

35 mm Ø
(1.375 in Ø)

147.8 mm [B3]; 190.5 mm [B4,B5]
(5.8 in) (7.5 in)

221 mm
(8.7 in)

L

R

READ INSTRUCTIONS

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

Created in Master PDF Editor - Demo Version

http://code-industry.net/
http://code-industry.net/
http://code-industry.net/
http://code-industry.net/

	Introduction
	About Stanley Assembly Technologies
	Our Commitment to Quality
	ISO Certification
	CE Compliance
	Ergonomic By Design
	Preventive Maintenance
	Repair Service
	Recalibrating Tools
	Training
	Technical Support
	Partnering

	Catalog Guide & How to Order
	Tool Speeds
	Tool Weights
	Tool Configuration
	Tool Numbers & Labeling Information
	Tool Power Sources
	Tool Control Methods
	Tool Geometry

	Tightening Technique
	Torque
	Accuracy
	Accuracy

	QB Alpha Controllers
	QB Alpha
	How to Order
	Basic
	Standard
	Advanced
	Expert
	Node
	Network Node
	Spindle Disconnect

	B Series QPM Cordless Tool
	Pistol
	Angle
	Tubenut
	Crowfoot
	hold and drive

	E and EA Series QPM Lever Tools
	Angle
	Pistol
	Swing Bar Pistol
	Inline Push-to-Start
	Inline
	Crowfoot
	Tubenut
	Hold and Drive

	E Series QPM Fixtured Tools
	Angle Retractable
	Inline
	Crowfoot
	Hold and Drive
	Inline Retractable
	Offset Retractable

	EB Series QPM Lever Tools
	Angle
	Pistol
	Inline Push-to-Start
	Inline
	Crowfoot
	Tubenut
	Hold and Drive

	EB Series QPM Fixtured Tools
	Angle
	Angle Retractable
	Inline
	Inline Retractable
	Offset Retractable
	EA/ EB/ EC Series
	E Series

	Engineered Systems
	Turnkey System Design
	Systems in Action
	Control Strategies
	Custom Configurations
	components
	Vertical Balancers
	Torque Tubes
	Articulating Arms
	Overhead Bridges
	Pedestals

	AA QPM Lever Tools
	Angle
	Inline
	Hold and Drive
	Crowfoot
	Repair Accessories

	Pneumatic Tool Process Qualifier
	Pneumatic Transducer Tool Controller
	PSI - Intelligent Air Tools
	The PSI Family
	Application of Pulse Tools
	Application Reference Chart
	Hydraulic Pulse Tools
	Mechanical Pulse Tools
	Angle Control Pulse Tools
	Pin Clutch Impact Tools
	Twin Hammer Impact Tools
	PSI Cables & Hoses

	prime movers 
	Headlight Aim Tools
	eCo-Drive Sockets & Extensions
	Hex, Fast-Lead
	Hex, Fast-Lead, Deep
	Hex, Fast-Lead, Deep Thinwall
	Hex, Deep, Sliding Magnet
	Hex, Deep, Sliding Magnet, Thinwall
	Hex, Magnetic Sidewall
	Hex, Deep, Magnetic Sidewall
	Hex, Short, Magnetic Sidewall
	12-Point, Deep, Sliding Magnet
	Specials
	Quick Change
	Extensions/ Adapters
	Torx
	Torx
	Bit Holders
	Bits

	Taper-LokTM Impact Sockets
	3/8” Drive
	1/2” Drive
	3/4” Dirve

	Crowfoot/ Tubenut Standard Socket Selection 
	Crowfoot/ Tubenut Special Socket Selection 
	Flush Angle Standard Socket Selection 
	Flush Angle Special Socket Selection 
	Hold and Drive Socket, Bit & Tang Options 
	LH18
	LH22
	LH26
	LH32

	TDM
	Accessories
	Mounting Options
	Reaction Bars
	Tool Bails
	Gear Case Extensions
	Extended Spindle Support
	Pinchpoint Protectors
	Protective Head Covers
	Lever Handle Options
	Tool LED Headlight
	Socket Trays
	Test Fixtures
	Torque Validation Module
	PSI-A
	DC Start Handle
	Auxiliary Handle
	Floor Stands
	Maintenance Tools

	PSI Accessories
	Index

